
News Coverings 2013

stone Aethernity



- 1 -

 Colors Size

60x120 24”x48”

Natural Rectified
Polished Rectified

30x60 12”x24”

60x60 24”x24”

20x120 8”x48”

beige 

brown 

grey

antracite

 Colors
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Aethernity
decors

120x120 48”x48” comp. rosone 
(60x60 24”x24” 4 pcs) * 

30x60 12”x24” decoro rivestimento *    

30x30 12”x12” 
mosaico naturale 36 pcs.*

 Disponibile in tutti i colori
 Available in all colors

*

6x60 2 ³/8”x24” 
fascia bombata rivestimento *

8x60 3 ³/16”x24” 
battiscopa naturale *
battiscopa lappato *

30x30 12”x12” 
mosaico lappato mix

 Aethernity 30x60 antracite



- 5 -- 4 -

 Aethernity 20x120 brown



- 7 -- 6 -

 Aethernity 20x120 grey 
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 Aethernity 60x120 beige 
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 Aethernity 60x60 beige 
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www.filachim.com LIFE10 Env/IT/419

Norms Glazed Porcelain Tiles Bi+Fusion - Bla Fondovalle values natural

UNI EN ISO 10545 - 3  Water Absorption <_ 0,5%

UNI EN ISO 10545 - 4 Bending strength >=35N /mm"

UNI EN ISO 10545 -12 Frost resistance index Frost proof

UNI EN ISO 10545 - 9 Resistance to thermal shock Resistant

DIN 51130 Anti-slip index R10

DIN 51097 Anti-slip index on wet surfaces  B

UNI EN ISO 10545 - 13 Chemical resistance Classe: GA; GLA; GHA

UNI EN ISO 10545 - 14 Stain resistance Classe 5

ANSI A 137.1 : 2012 Dynamic Coefficient of  Friction  “DCOF” 0,45

Tech sheet

Physical properties

Packages 
Pcs. x m2. x kg x  x m2 x kg x 

60x120 2 1,44 31,20 20 28,80 624

60x60 3 1,08 23,40 32 34,56 738    

30x60 7 1,26 27,30 32 40,32 874

20x120 4 0,96 20,70 33 31,68 683

Installation instructions

Laying: 2mm rectified joint. Mix the product from various boxes. 

When installing, it’s recommended not to stagger the pieces by more than 1/3 of the length of the tile.

Uniform appearanceV1 Slight variationsV2 Moderate variations Substantial variationsV4

thickness

V2 V3

Aethernity 
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Sede Legale Amministrativa e Uffici: Via Rio Piodo, 12 - 41053 Torre Maina (MO) Italia
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